
SCAVOLT

• Easy to connect, modular system. Possible 
to create up to 2 MWh energy storage 

215 kWh ~2 MWh 

8000 Cycles

-25°C to 55°C

IP 67 / 55 PCS

Scavolt P.S.A
TRITUM Business Park
Al. Zwycięstwa 241 / 13
81-521 Gdynia, Poland
VAT/NIP: PL5842830934

www.scavolt.com

contact@scavolt.com

• Over 15 years full performance work. Used 
best in class LFP batteries, grade A

• Suitable for outdoor application for most of 
the countries

• Full water and dust protection for LFP 
battery section

Z-Box C215
with integrated inverter (PCS)

v231010v231010



SCAVOLT
General Data
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 ≥91%
≤0.5C

95% 
IP55 (Battery cabin), IP67 (Pack)

liquid cooling/liquid heating
aerosol + perfluoro

-25~55 ℃
5~95%RH, No condensation

 ≤65 dB
 2000 m

APP/Web/LED
 RS485/Ethernet/WiFi/4G(optional)

1500*1320*2104 mm

DC Data

Cell type LFP
Rated capacity 280 Ah
Series-parallel type 1P240S
Single Pack rated energy capacity 43 kWh
System rated energy capacity 215 kWh
DC Rated voltage 768 V

Cell type LFP

Series-parallel type 1P240S

System rated energy capacity 215 kWh

AC Data

Rated grid voltage 400 Vac
Grid voltage range -10% ~ +10%
Rated grid frequency 50/60 Hz
Rated current 152 A
AC wiring type 3P3W/3P4W
THDi  <3%
Power factor 1

Rated grid voltage 400 Vac

Rated grid frequency 50/60 Hz

AC wiring type 3P3W/3P4W

Power factor 1

Max. efficency
Charge-discharge ratio
DOD
Degree of protection
Cooling/Heating concept
Fire protection system
Operating temperature range
Relative humidity
Noise
Max.working altitude
Display
COM interfaces
Dimensions

 ≥91%Max. efficency

95%DOD

liquid cooling/liquid heatingCooling/Heating concept

-25~55 ℃Operating temperature range

 ≤65 dBNoise

APP/Web/LEDDisplay

1500*1320*2104 mmDimensions


