
h.line

• Easy to connect, modular system. system

10.24~20.48kWh

6000 Cycles

-20°C to 50°C

IP 65

• Over 15 years full performance work. Used 
best in class LFP batteries, grade A

• Suitable for outdoor application for most of 
the countries

• Full water and dust protection for LFP 
battery section

www.wati.pl

info@wati.pl 

Wati sp. z o.o.
Sławoszew 51
63-220 Kotlin
NIP: 617-222-89-56
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General Data

IP Protection IP65
Installation Floor Stand

hWk84.02otpudednapxeyticapachtiwlellarapniskcap8~4troppuSytilibalacS
C°0:gnigrahCerutarepmeTgnitarepO ～55°C; Discharging: -20°C～55°C 2

Storage Temperature -20℃ ~ 55℃
Cooling  Natural Convection
Relative Humidity  5%~95% RH 
Max. Operating Altitude  2000m 

tekramehtniretrevnidnarbmaertsniamehtottpadAsretrevnIelbitapmoC
AI Platform Cloud Web, Mobile ESS App

580*400*800
134±0.5kg

580*400*950
162±0.5kg

580*400*1100
190±0.5kg

580*400*1250
218±0.5kg

580*400*1400
246±0.5kg

Battery Type
Usable Capacity
Nominal Voltage
Operating Voltage Range
Rated Charging / Discharging Current
Max. Charging / Discharging Current
Depth of Discharge (DoD)

LFP
10.24kWh

204.8V
179.2~230.4V

25A
50A
90%

LFP
12.8kWh

256V
224~288V

25A
50A
90%

LFP
15.36kWh

307.2V
268.8~345.6V

25A
50A
90%

LFP
17.92kWh

358.4V
313.6~403.2V

25A
50A
90%

LFP
20.48kWh

409.6V
358.4~460.8V

25A
50A
90%

DC Data

LFP LFP LFP LFP LFPBattery TypeTypeTBattery Type LFPLFPLFP LFPLFPLFP LFPLFP LFPLFP LFPLFP

Nominal oltage .8V 256V 30 .2V 358.4V 409.6V
Usable Capaci yp y
Nominal VoltageVoltageVNominal Voltage 204.8V.8V204.8V 256V256V256V 307.2V307.2V 358.4V358.4V 409.6V409.6V

ated Charging / Discharging Current
179.2~230.4V

25A 25A
268.8~345.6V

25A
313.6~403.2V

25A
358.4~460.8V

25A
Ope ating oltage angeOp a g o ag a g
Rated Charging / Discharging Currentated Charging / Discharging CurrentRated Charging / Discharging Current

179.2~230.4V179.2~230.4V30
25A25A

224~288V224~288V88
25A25A

268.8~345.6V68 8 3 5 6
25A25A

313.6~403.2V3 3 6 03
25A25A

358.4~460.8V358 60 8
25A25A

Max. Charging / Discharging Current
Depth of Discharge (DoD) 90% 90%
Max. Charging / Discharging CurrentMax. Charging / Discharging Currentg g / g g
Depth of Discharge (DoD)Depth of Discharge (DoD)Depth of Discharge (DoD) 90%90%90% 90%90%90% 90%90% 90%90% 90%90%

Model 

Adres:

Wati sp. z o.o.

Sławoszew 51

63-220 Kotlin

ww.wati.pl

Kontakt biuro:

Marcin Krawczyk

+48 661 664 022

biuro@wati.pl

Kontakt:

Artur Piskorski

+48 725 805 810

a.piskorski@wati.pl


